The productin
other colour
variants can be
found on p. 192

Profile finish:

29

01 Chrome 54 Black

Shower enclosure set consists of 2 parts: shower door and sidewalls. Please specify all the article numbers when making an order.

SYMMETRIC SHOWER ENCLOSURES

TRANSPARENT GLASS
profile finish: CHROME profile finish: BLACK
Art. No. Art. No.
PDD doors 387139-01-01 387139-01-01
PobE0-80 PDD walls 80Lx80R 387141-01-01 387141-54-01
PDD 90x90 PDD doors 387139-01-01 387139-01-01
PDD walls 90Lx90R 387140-01-01 387140-54-01
PDD doors 387139-01-01 387139-01-01
PRD100X100 PDD walls 100Lx100R 387142-01-01 387142-54-01

ASYMMETRIC SHOWER ENCLOSURES

TRANSPARENT GLASS
profile finish: CHROME profile finish: BLACK
Art. No. Art. No.
oD 0L-e0 DD wals 8930 7130010 3871350101
- oo i%ﬁfsoumm S R Snony
R 20D sl OLT20% 38713070 387134 560
oD S0 o 0D wals S0LE0R ARG 371350101
R 7DD sl 30L<100% 871360101 Sy
. PDD wl's S0L-120 387156010 e
R 20D usls 1001605 3871530101 e
R P0D usls 1001505 Sa7i3r0r01 B30
oo oo 20D usts 77005608 3871550101 S
R P00 wsts 7200505 Sa71501.01 e

172 Dimensions are given in mm.



TECHNICAL DRAWINGS
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There is a possibility of a
paid replacement of trans-

X1/X2

parent gaskets for black
gaskets:

—option no.1-only mag-
netic gaskets,

—option no. 2 —all gaskets

(magnetic, vertical and

% horizontal).

" The selected option must
~ be clearly stated in the
>
= order.
=
<

Model A1 A2 X1 X2 Y1 Y2 & C2 D H
PDD 80Lx80R 800 800 785-800 785-800 780-795 780-795 227-242 227-242 405 | 2005
PDD 90Lx90R 900 900 885-900 885-900 880-895 880-895 327-342 327-342 570 | 2005
PDD 100Lx100R 1000 | 1000 | 985-1000 | 985-1000 980-995 980-995 427-442 427-442 570 | 2005
PDD 80Lx90R 800 900 785-800 885-900 780-795 880-895 227-242 327-342 488 | 2005
PDD 80Lx100R 800 | 1000 785-800 985-1000 780-795 980-995 227-242 427-442 488 | 2005
PDD 80Lx120R 800 | 1200 785-800 | 1185-1200 | 780-795 | 1180-1195| 227-242 627-642 488 | 2005
PDD 90Lx80R 900 800 885-900 785-800 880-895 780-795 327-342 227-242 488 | 2005
PDD 90Lx100R 900 | 1000 885-900 985-1000 880-895 980-995 327-342 427-442 570 | 2005
PDD 90Lx120R 900 | 1200 885-900 | 1185-1200 | 880-895 | 1180-1195| 327-342 627-642 570 | 2005
PDD 100Lx80R 1000 | 800 985-1000 785-800 980-995 780-795 427-442 227-242 488 | 2005
PDD 100Lx90R 1000 | 900 985-1000 885-900 980-995 880-895 427-442 327-342 570 | 2005
PDD 120Lx80R 1200 | 800 |1185-1200| 785-800 | 1180-1195| 780-795 627-642 227-242 488 | 2005
PDD 120Lx90R 1200 | 900 |1185-1200| 885-900 | 1180-1195| 880-895 627-642 327-342 570 | 2005
ADDITIONAL OPTIONS
m :‘ / 4
MADE TOWEL REPL/‘\CEMENT
TO MEASURE HANGER OF MAGNETIC
p.6 p. 14 GASKETS
p.17
NAVIGATION
KDJ KDD DWJ
PDD KDJ Factory KDD Factory KDS KDJ+S DWJ Factory DWD
I
T o o L — L — —=

Dimensions are given in mm.
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